


0 = B
LED Multi-Color Downlight 9 . (o Tem

Warm-Cool-Daylight

Color Temperature Change

t e bsla 9 TANRENANL
_"Dimmable 2700-5000K

B

«  Aluminum die cast enclosure

« [Die formed cold steel J-Box

*  High efficiency acrylic diffuser

«  Wifi Dimmable

«  Wifi color temperature changs

« Certifications: CETL/ETL, Enargy Star

« Wet location rated

= Awvailable in White, Bronze, Mickel, Black

Input Input Dimension i
|
Voltage  Wattage LED CCT CRI  Lumens (0D x H) Finish
LED-C4D 120-277 15 2T00K-5000K 90+ 1000 55"x0.1" WT/BN/BZ/BLK
LED-CED 120-277 20 2T00K-5000K 90+ 1400 76"%0.1"  WT/BN/BZ/BLK

LED-CED 120-277 30 2700K-5000K S0+ 1900 9.7"x0.1"  WT/BN/BZ/BLK

Model

Amax Lighting, Inc. Santa Fe Springs. CA


AMAX-GATE2
Rectangle

AMAX-GATE2
Rectangle


T T
LED Multi-Color Remote Platter Light % | LED Multi-Color Remote Platter Light Q |

Warm-Cool-Daylight Warm-Cool-Daylight

e

+  Die formed cold rolled steal

+ High efficiency polycarbonate diffuser

* Dimmable

«  Remote color temperature change

« Certifications: CETL/ETL. Energy Star

« Wet location rated

* Available in White, Bronze, Micksl, Black

= Die formed cold rolled steel
* High efficiency polycarbonate diffuser
* Dimmable
q - Remaoale color lempearature change
» Certifications: CETL/ETL, Energy Star
= Wet location rated
* Available in White, Bronze, Nickel, Black

Input Input Dimension 0 Input Input Dimension o
Model LED CCT Rl L Finish Model LED CCT CRI L Finish
e Voltage Wattage E g i (0D x H) L i Voltage Wattage Lt (Lx W xH) e
IWCD-SMASDL 120 18.5 3000K/4000K/5000K @0+ 1150 9"x1"  WT/BN/BZ/BLK IWCD-SMANSDL 120 20 J000K/4000K/5000K 90+ 1200  9"x9"x0.55" WT/BN/BZ/BLK
IWCD-SM11DL 120 30 3000K/4000K/5000K 90+ 1800 11%x1"  WT/BN/BZ/BLK iWCD-SM10DL 120 30 3000K/4000K/5000K 90+ 1800  10"10"1"  WT/BN/BZIBLK
IWCD-SM15DL 120 40  3000K/4000K/5000K 90+ 2400 15°1"  WT/BN/BZ/BLK WCD-SM13DL 120 40 J000K/M4000K/5000K 90+ 2400  13"x13"x1”  WT/BN/BZ/BLK
Amax Lighting, Inc. Santa Fe Springs. CA Amax Lighting, Inc.  Santa Fe Springs. CA



LED Platter Light

Model

LED-SMASDL
LED-SM11DL
LED-SM15DL

Input  Input
Voltage Wattage
120 18.5 J000K/4000K 90+ 1150 9"x1"  WT/EN/BZ/BLK
120 30 J000K/4000K 90+ 1800 11"x1"  WT/BN/BZ/BLK
120 40 3000K/4000K 90+ 2400 18"x1"  WT/BN/BZ/BLK

Amax Lighting, Inc.

*EB

Ii Dia —

+ Dia formed cold rolled steal

« High efficiency polycarbonate diffuser

* Dimmable

« Certifications: CETL/ETL, Energy Star

*  Wet location rated

« Available in White, Bronze, Mickel, Black

Dimension

LEDCCT CRI Lumens Finish

(0D x H)

Santa Fe Springs. CA

- T
LED Platter Light ek

= Die formed cold rolled stes|

= High efficiency polycarbonate diffuser

*  Dimmable

» Cerfifications: CETL/ETL, Energy Star

= Wet location rated

«  Available in White, Bronze, Nickel, Black

Input Input Dimension ¥
1) Finish
Voltage Wattage £28.60 S AL (Lx W xH) e
LEDS-SMANADL 120 20 J000K/4000K 90+ 1200 9"x9"x0.55" WT/BN/BZ/BLK
LED-SM10DL 120 30 JO00K/4000K 90+ 1800  10%10"x1"  WT/BN/BZ/IBLK

LED-SM13DL 120 40 3000K/4000K 90+ 2400  13%13x1"  WT/BN/BZ/BLK

Model

Amax Lighting, Inc. Santa Fe Springs. CA




- 2 cHD
LED Convex Edgeless Light o . n LED Cranium Canless Lite Q . |

—

|
J

= Durable aluminum construction

= High efficiency polycarbonate diffusar

= Dimmable for 120v only

= Wet location rated

= Certifications: CETL/ETL, Enargy Star

+ Available in White, Bronze, Nickel, Black

= Die formed cold rolled steel
« High Paolycarbonate rated diffuser
* Dimmable on 120v only
« Burface mount in J-Box
\ - Cedifications: CETL/ETL, Energy Star
+ Wet location rated
* Available in White, Bronze, Nickel, Black

Input Input Dimension A : :
MO oty Welide. O MR oy R Model UEE’;E v:;fu:tge LEDCCT  CRI Lumens E;g‘;f:f}“ Finish
EEEEE?,B Egig 195 ﬁiﬁggg: 3: 15[;30{:] ?“g;; E;gmgggtg LED-RF4D 120277 9  3000KM4000K 90+ 600  6.7°x0.39" WT/BN/BZ/BLK
; : % LED-RF6D  120-277 15  3000K/4000K 90+ 1000  8.2%0.39" WT/BN/BZ/BLK

coi AL LS I e R R L B 2 A LED-RF8D 120277 30  3000K/4000K 90+ 1800  104"%0.38" WT/BN/BZ/BLK

4000K special order only * 4000K special order only

Amax Lighting, Inc. Santa Fe Springs. CA Amax Lighting, Inc. Santa Fe Springs. CA



LED Veloce Recess Light

Input
bioda Voltage Wattage
LED-SR3SP 120 b
LED-SR4P 120 10
LED-SR6P 120 15
LED-SR4PM 120 12
LED-SREPM 120 18

Input

LED CCT CRI

JO00K/4000K 90+
3000K/4000K 890+
J000K/4000K 90+
J000K/4000K 90+
J000K/4000K 90+

Inkartak

«  Durable aluminum construction

»  High efficiency polycarbonate diffuser

* Dimmable

+  Easy to install, J-Box included

. Cerifications; CETL/ETL, Energy Star

«  Wel location rated

+ Available in White, Bronze, Nickel, Black

Dimension

Lumens Finish
{Suberfinner » Dia. x H)

345 4.25"2.5"%2.69" WT/BNBZBLK
580 5.5"3.75"x2.69" WT/BN/BZBLK
Be0 7.5°x5.5"2.95" WT/BNBZBLK
700 5.5"x3.75"x2.69" WT/BN/BZBLK
1030  7.5"x5.5"'x2.95" WT/BN/BZBLK

* Wall switch change temperature 3000K/4000K/5000K special order only

* 4000K special order only

Amax Lighting, Inc.

Santa Fe Springs. CA

Input
Model Voltage
LED-B15D 120

LED-B15D/PC 120

* 4000K special order only

Input

Wattage
15 3000K/4000K &0+ 1000 7.4"x1.26" 6"
15 J000K/4000K &0+ 1000 7"x0.69 &

* For Battery back up function only W 400im

Amax Lighting, Inc.

LED CCT

LED Battery Backup Surface Mount Light e

+  Heavy-Gage, metal housing

« Rechargeable battery

- 475" J-Box included

* Dimmable

« Cerifications: CETL/ETL

* Damp location rated

= Available in White, Bronze, Nickel

Disc Dimension

CRlI Lumens (0D x H) Can

Santa Fe Springs. CA

Finish
WT/EN/BZ
WT/ENIBZ




oEHD
Veloce LED Baffle Recess Downlight e T

. —

* Durable aluminum construction

*  High efficiency polycarbonate diffuser
* Dimmable

« Easy to install, J-Box included

« Cerlifications: CETL/ETL, Energy Star

2 o « Wet location rated
- « Available in White, Bronze, Nickel, Black

Input Input Dimension iy
| F
Voltage Wattage LEDCCT CRI Lumens (0D x H) inish
LED-BR3P 120 6 3000K/4000K 90+ 400 4.65"x3.15" WT/BN/BZ/BLK
LED-BR4P 120 9 J000K/4000K 90+ 580 5.51"x3.58" WT/BN/BZ/BLK

LED-BR6F 120 14 3000K/4000K 90+ 900 76"x4.02°  WT/BNBZ/BLK

Model

* 4000K special order only

Amax Lighting, Inc. Santa Fe Springs. CA

10

Square Veloce LED Baffle
Recess Downlight

O
-

==

e

a .
‘ I

» Durable aluminum construction
* High efficiency polycarbonate diffuser

= Dimmable
- Easy to install, J-Box included
« Coerifications: CETL/ETL, Enargy Star
i - Wet location rated
/* « Available in White, Bronze, Nickel, Black
Ay

nput NP\ enGeT  GRI Lumens Dimension Finish

Voltage Wattage (W xH)
LED-BR4P-5Q 120 g 3000K/4000K 90+ 580 5.12"x3.58" WT/BN/BZ/BLK

Model

* 4000K special order only

Amax Lighting, Inc. Santa Fe Springs. CA
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LED Pancake Surface Light @ . “

I7 Dia —‘

- High rated polycarbonate trim ring for LED edgelit
* High efficiency polycarbonate diffusar

* Dimmable

- Certifications: CETL/ETL. Energy Star

«  Wet location rated

« Available in White, Bronze, Nickel, Black

-

Input Input Dimension ot
LEDCCT CRI L Finish
Violtage Wattage Hmens (OD x H) e
LED-SM55DL 120 12 3000K/M4000K 90+ 660 2.5'x0.69° WT/BN/BZ/BLK

LED-SM7DL 120 15 J000K/4000K 90+ 850 7"x0.69" WT/BN/BZ/BLK

Model

* 4000K special order only

Amax Lighting, Inc. Santa Fe Springs. CA

12

€.
LED Pancake Surface Light (—2 . “

* High rated polycarbonate trim ring for LED edgelit
* High efficiency polycarbonate diffuser

* Dimmable

« Cerlifications: CETL/ETL, Energy Star

» \Wet location rated

«  Available in While, Bronze, Nickel, Black

Input Input Dimension o
Model LEDCCT CRI Lumens Finish
Voltage Wattage He (Lx WxH) e

LED-sMe3DL 120 13 3000K/4000K 90+ 720 2.5"%5.57x0.69" WT/BN/BZ/BLK
LED-SM8 120 18 J000K/4000K 90+ 1000 7% x0.69" WT/BN/BZ/BLK

* 4000K special order only

Amax Lighting, Inc. Santa Fe Springs. CA

13



LED Vanity / Wall Sconce

Input  Input
Model| Voltage Wattage LED CCT
LED-WS17 120-277 14 3000K/4000K
LED-WS28 120-277 24 3000K/4000K
LED-WS36 120-277 30 3000K/4000K
LED-WS44 120-277 36 3000K/4000K

Lumens

1050
1950
2250
2700

+  Metal enclosure
«  Aluminum plastic combination panel
* Dimmable

+  Cerifications; GETL/ETL
« Damp location rated

= Available in White, Bronze, Mickel, Black, Brushed Brass

Dimension
(LxWxH)
17%3.7"x1.1°
28"%3.7"x1.1°
36°x3.7"x1.1°
44"x3.7"x1.1°

Amax Lighting, Inc. Santa Fe Springs. CA

14

Finish
WT/BN/BZ/BLK/BR
WT/BN/BZ/BLK/BR

WT/BN/BZ/BLK/BR
WT/BN/BZ/BLK/BR

®
i)
=

LED Disc Light

- Die formed cold rolled steel

* High efficiancy twist and lock diffuser
= Dimmable

« Certifications: CETL/ETL, Energy Star

«  Wel location rated

— =  fAvailable in White, Bronze, Mickel, Black
N

Input Input Dimension .
Model Voltage  Wattage LED CCT CRlI Lumens Finish

(0D x H)
LED-SM4DL 120 10 59'x12" WT/BN/BZBLK
LED-SMBDL 120 15

74"x1.26" WT/BN/BZBLK
LED-SMSDL 120 30 9.5"%14"  WT/BN/BZBLK

3000K/4000K 90+ 600
3000K/4000K S0+ 900
J000K/4000K 90+ 2000

Amax Lighting, Inc. Santa Fe Springs. CA

15



LED Shop Garage Light irieh LED Wraparound Fixture Fieten

« Die formed cold rolled steel

* High efficiency diamond cut clear diffuser
« LED T8 by-pass lingar lube included

* Ceiling or wall surface mounting

+ Certifications: CETL/ETL

« Damp location rated

« Extruded aluminum and cold rolled steel support * Radar sensor
with high rated polycarbonate end caps * LED zfrip integrated
- While diffuser resists-cracking or * Dimmable on 1200 only
vellowing, diffuser snaps securely » Certifications: CETL/ETL
without the use of tools * Available in Mickel : ; : t 0i .
* 5 feel wire power source with a plug npu npu Imension o
- TlAkaie 1t e liohts Model Voltage Wattage LAMP TYPE Lumens (LxWx H) Finish
LED-WA2AS 120-277 2x10  2-LEDTS 2x1000  24"x6.5"%2.2"  White
LED-WA4AS 120-277 4x10  4-LEDTS8 4x1000  24"x12.5"%2.2" White
: : LED-WAZA  120-277 2x18  2-LEDTS 2%2300  48"x6.5"%22" White
Input Input Dimension _ .
Moded e Wathigs Tooel ORI Lumens ok s LED-WA2AL 120-277 2x18 2-LEDT8  2x2300  48'x9"x2.2"  White
Amax Lighting, Inc. Santa Fe Springs. CA Amax Lighting, Inc. Santa Fe Springs. CA
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LED Vanity Light @m .

» Die formed cold rolled steel

* High efficiency acrylic diffuser

* Switch and Outlet port included

« USBE port optional

« LED strip integrated

* Ceiling or wall surface mounting

« Horizontal or vertical mounting

« Certlfications; CETL/ETL, Energy Star
= Title 24 compliant

+ Damp location rated

* Dimmable on 120V only

* Available in MNickel, Black, Bronze

Input Input Dimension
Madel A Voltage Wattage LEDCCT Lumens (LxWxH)

LED-V18 120-277 25 3000K 1600 18"x3"xd" BN/BLK/BZ
LED-V24 120-277 30 3000K 2000 24"x3"x4"  BN/BLKIBZ

Finish

Input Input Dimension

Model B Voltage  Wattage LED CCT Lumens (LXW x H) Finish
LED-V18 USB1 120-277 25 3000K 1600 18"«3"x4" BN/BLK/BZ
LED-V24 USB1 120-277 30 3000K 2000 24"x3"x4" BN/BLK/BZ

LED-V18 USB2 120-277 25 3000K 1600 18"x3"x4"  BN/BLK/BZ
LED-V24 USB2 120-277 30 J000K 2000 24°x3°x4" BN/BLK/BZ

Amax Lighting, Inc. Santa Fe Springs. CA

18

LED Vanity / Wall Sconce e

-

* LED Module Board

» Die formed cold rolled steel

« High efficiency acrylic diffuser

* LED T8 by-pass linear tube included
* Available in 3000K, 4000K or S000K
= Ceiling or wall surface mounting

* Honzontal or vartical mounting

= Cenifications: CETL/ETL

* Damp location rated

* Available in Nickel, Black, Bronze

Input input Dimension -
Madel LEDCCT L Finish
i Voltage Wattage RS (W x H x D) e
LED-WS18L 120 15 3000K/4000K 900  9.5"x10.5"x4"  BN/BLK/BZ
e Input Input Prp— Dimension _——
2 Voltage Wattage AR (Lx WxH) e

LED-BB210 120-277 2x10  2-LEDTE 2x1000 25"x5"x4" BN/BLK/BZ
LED-BB220 120-277 2x18  2-LEDTS 2x2300  48°x11.5"4.5" BNBLKBL
LED-BB2143 120-277 2x15  2-LEDTE 2x1500  36.25"x6"x4.25" BN/BLK/BZ
LED-BB320 120-277 3x18 3-LEDTS Ix2300  48°%11.5"%4.5" BNIBLK/BZ

Amax Lighting, Inc. Santa Fe Springs. CA

19



EZ LED Shop Light @

0 N

LED Strip Light ==

=

\, - _..;'.'E___.,r} -T'H
i I _L._
= High rated polycarbonate end
e b?_';';:g Rt - Die formed cold rolled steel
. 3000k, 4000k or 5000k tubes available St EE Sy e LR IR I KRS
- Hanging or surface mounted . ge:_ltlr:ig "“: wall ;Er_];?j;_:_ﬁum'ng
. Partat:nle " Brmnca EIFTEZ
. Adjustable « Damp location rated
« Certifications; CETL/ETL
+ Damp location rated
St Input Input P S Dimension e,
2 umens L3l | }
Wt Watta LxW Input Input Dimension -
Bge: - \latiege (¥l | Model P LAMP TYPE Lumens Finish
LED-SL245 120-277  1x10 1-LEDT8 1x1000 24"%1.22"  Whita Voltage  Wattage (LxWxH)
LED-S5L24D 120-277  2x10 2.LEDTS 2x 1000 24"x4 25"  White LED-S§T24S 120-277  1x10 1-LEDTS 1%1000 24"%3"x3" White
LED-SL24T 120-277  3x10 3-LEDTS 3x1000 24"x7.09"  White LED-ST24D 120-277  2x10 2-LEDTS 2x1000 24"x4.25"x3"  White
LED-SL24Q 120-277  4x10 4-LEDTH 4x1000 24'x9.92"  White LED-ST36S 120-277 1x15 1-LEDT8 11500 36"x3"x3" White
LED-SL385 120-277 115 1-LEDTE 121500 J6w1.22 White LED‘STEED 12{}_.2?? 2]:15 E*LEDTE 2“15[]0 35-1{4.25"13“ WhITE
LED-SL36D 120-277  2x15 2-LEDTE 2x1500 36°%4.25"  Whit PR :
LED-SL36T 120-277 3};15 3 LEDTSE 3:1500 36"%7.09" Whlt: LED-ST485  120-277 N8 1-LEDTE 12300 45°x3"%3" White
BB Stan Ssaair aes BT Fen Shtiaaon s LED-ST48D0 120-277  2x18 2-LEDTSH 2x2300 48"x4 25"x3"  White
LED-SL485 120-277 1x18 1-LEDTS 1x2300 48"x1.22" White
LED-SL48D 120-277 2x18 2LEDTB 2x2300 48"x4.25"  White
LED-SL48T 120-277 3x18 3-LEDTS Ix2300 48"=7.09"  White
LED-SL4BQ 120-277  4x18 4-LEDTH 4%2300 48"%9.92"  Whita

Amax Lighting, Inc.

20

Santa Fe Springs. CA

Amax Lighting, Inc.

21

Santa Fe Springs. CA



LED-PF2A
LED-PF4A

« Die formed cold rolled steal

« High efficiency acrylic diffuser

* LED T8 by-pass linear tube included

* 3000k, 4000k or S000K ubes available
- Ceiling or wall surface mounting

* Certifications: CETL/ETL

* Damp location rated

Input Input Dimension .
Voltage  Wattage LAMP TYPE Lumens (LxW x H) Finish
120-277  2x18 2-LEDTS 2x2300  48"%11"x5" White

120-277  4x18  4-LEDTS 4x2300  48"17"x5"  White

Amax Lighting, Inc. Santa Fe Springs. CA

22

LED Panel Light

Model

Input Input
Voltage Wattage
LED-P22 100-277 40
LED-P14 100-277 40
LED-P24 100-277 50

*  Durable aluminum construction

* Dpague smooth lens

«  Seamless instaliation in dropped
ceilings with its T-bar grid

* Dimmable with 0-10v dimmer contral

» Cerfifications: CETL/ETL

« Available in White

LED CCT Lumen Dimension Finish
iLxWxH)

3000K/4000K/5000K 4400  23.67x23.6'x04"  White

3000K/4000K/5000K 4000  47.6"x11.8%04"  White

J000K/4000K/5000K 5200  47.6"'x23.6"x04"  White

Amax Lighting, Inc. Santa Fe Springs. CA

23




LED Outdoor & Wall Light

LED-FL100

«  Aluminum housing
*  High rated Polycarbonate lens
= Wall mount only
«  Dusk to Dawn
= Exclusive weather resistant shield for severe
weather conditions
= Cerlifications: CETL/ETL
« Wel location rated
* Available in Black

IpUt S COT Limen menslon
Wattage (WxHxD)

100 4000K 8300  126"x8.5"x3"  Black

Amax Lighting, Inc. Santa Fe Springs. CA

24

LED Jelly Jar & Globe Light

LED-SLC12
LED-5LR12

f—r—

.

J=i
o ——{

i

« High rated polycarbonate housing and diffuser
= Wall mount only

» LED A19 bulb included

«  Dusk 1o dawn

» Cerfifications: CETL/ETL

- Wel location rated

- Available in White, Bronze

lnput  Input Dimension -
LEDCCT L Fiich

Voltage Wattage O W x D x H) ilic
120 12 4000K 1100 45%B.13'%7.6" WT/BZ

120 12 4000K 1100 E°%7.6"x7.25"  WT/BZ

Amax Lighting, Inc. Santa Fe Springs. CA

25



€. €.
LED Wall Pack Light g‘g n LED Outdoor Light Q _n

= High rated polycarbonate housing

*  Clear or frosted high rated Polycarbonate diffuser

= Wall mount only

= Dusk to Dawn

= Exclusive weather resistant shield for severe
weather conditions

= Cartifications; CETLETL

« Wet location rated

* Awailable in White, Bronze

« High rated polycarbonate housing and diffuser
»  Wall mount only
« LED A18 bulb inciuded
»  Dusk to dawn
« Certificaions: CETL/ETL
« Wet location rated
* Available in White, Bronze

Input Input Dimension o
Model LEDCCT L Finish
] _ = \oltage Wattage LU (Wx D xH) L
Mode! u'”lp”t m","’:“‘ LEDCCT  Lumens E’mg"s'f{" Finish LED-SL42 120 42 4000K 3500 1288"x45°%x8' WT/BZ
oltage \Vvaltage (WxDxH) LED-FL55 120 42 4000K 3000 13"x4.5"x8.25" WT/BZ
LED-SL27 120 23 4000K 2000 6.25"%5.6"'x10.25° WT/BZ
LED-SL18 120 15 4000K 1400  7.5"x4.4"x10" WT/BZ
Amax Lighting, Inc. Santa Fe Springs. CA Amax Lighting, Inc. Santa Fe Springs. CA
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LED Outdoor Porch & Wall Light s

|
I

|
!

= Aluminum housing

* Clear Seedy Glass diffuser
* LED bulb E26 medium base
*  Wall mount only

» Certifications: CETL/ETL

» Wt location rated

= Available in Black

Model NPt Input o pyper Osnansion e
‘oltage Wattage (LxWxH)
LED-OW12415 120 p 3000K/4000K  7.87"x6"x12.5" Black

Amax Lighting, Inc. Santa Fe Springs. CA

28

l
-
{—

input Input
Voltage Wattage
LED-OW1881SB 120 23

Model

Amax Lighting, Inc.

€.
LED Outdoor Porch & Wall Light Q n

« Aluminum housing

» Geedy Glass diffuser

* LED bulb EZ26 medium base
«  Wall mount only

= Cariifications: CETL/ETL

= Wel location rated

= Awvailable in Black

LED CCT Dimansin Finish
(LxWxH)

J000K/4000K  8.5%7.25"x13" Black

Santa Fe Springs. CA

29




LED Outdoor Porch & Wall Light s

= \

.I:::]m:_:ﬂ: 5
-
—w —

«  Aluminum housing

* Seady Glass diffuser

= LED bulb E26 medium base
*  Wall mount only

« Cerifications: CETL/ETL

«  Wet location rated

= Available in Black

Input Input LED CCT Dimension Finish

Voltage Wattage (Lx W x H)
LED-OW2041S 120 23 3000K/4000K  8.75"x6"x10" Black

Model

Amax Lighting, Inc.  Santa Fe Springs. CA

30

— -

QD)
LED Outdoor Porch & Wall Light om n

=————1 %
—W

» Aluminum housing

* Frost Glass diffuser

* LED bulb E26 medium base
* Wall mount only

= Certifications: CETL/ETL

* Wet location rated

= Available in Black

Input Input LED CCT Dimension Finish

Voltage Woattage (LxWxH)
LED-OWS6715 120 23 J000K/4000K 5.87°xB.25"x12.75" Black

Model

Amax Lighting, Inc. Santa Fe Springs. CA
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LED Outdoor Porch & Wall Light ==

= Aluminum housing

* Frost Glass diffuser

* LED bulb E26 medium base
= Wall mount only

+ Certifications: CETL/ETL

»  Wet location rated

= Available in Black

Model Rt R LED CCT PUDERSION S o
Voltage Watlage (LxWxH)

LED-OW1311S 120 23 S000K/4000K  7.5"6"%10.75" Black

Amax Lighting, Inc. Santa Fe Springs. CA

32

€.
LED Outdoor Porch & Wall Light Q n

= Aluminum housing

* QOpal Glass diffuser

* LED bulb EZ26 medium base
* Wall mount only

= Certifications: CETL/ETL

= Wet locabon rated

«  Available in Black

Input Input
Voltage Wattage (Lx W x H)
LED-OW5731 120 23 J000KM4000K  5.38°x11.38"x6.63" Black

Model LED CCT Rimension Finish

Amax Lighting, Inc. Santa Fe Springs. CA

33



€. &S
LED Outdoor Porch & Wall Light Q

= el
qae

#‘JH
=

—w

I
\

7

«  Aluminum housing

* High efficiency acrylic diffuser
- LED bulb E26 medium base

= Wall mount only

+ Cerifications: CETL/ETL

« Wel location rated

=  Available in Black

Input  Input LED CCT Dimension Finish

Voltage Wattage (LxW xH)
LED-OW4484 120 23 3000K/4000K 4.13°%x7.63"x9.75"  Black

Model

Amax Lighting, Inc. Santa Fe Springs. CA

34

&Y.
LED Outdoor Porch & Wall Light Q ﬂ

» Aluminum housing

*  White Glass diffuser

* LED bulb E26 medium base
*  Wall mount only

= Certifications: CETL/ETL

* Wet location rated

= Available in Black

Input Input
Voltage Wattage (LxWxH)
LED-OW4631 120 23 3000K/4000K  8.13"x6.75"x10.75"  Black

Dimension

Model LED CCT Finish

Amax Lighting, Inc. Santa Fe Springs. CA

35



LED Outdoor Cylinder Up-Down Light roer

— /—D—/
N~

— L B
v

- w4

N~
N~
—

« Aluminum housing

« Clear diffuser

« Wall mount only

« Wet location rated

- Anti Vandalism & security lights
- Array LED integraded PCB

- Certifications: CETL/ETL

° Available in Black

Input Input Dimension o
LEDCT Lumens Finish
Voltage Wattage ! (WxDxH) i

LED-WC5 120 2x5 4000K 550 4.5"x6.5"x9.25"  Black

Model

Amax Lighting, Inc. Santa Fe Springs. CA
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@. K%

LED Outdoor Rectangle Up-Down Light = &S5

Input Input
Model \oltage Wattage LEDCT
LED-WR5 120 2x6 4000K

N
Q/

+ Aluminum housing

+ Clear diffuser

*  Wall mount only

* Wet location rated

+ Anti Vandalism & security lights
* Array LED integraded PCB

« Certifications: CETL/ETL

° Available in Black

Lumens I(Z)Vlvm:ré)s;:):) Finish

660 4.5"x56.25"x9.1"  Black

Amax Lighting, Inc. Santa Fe Springs. CA
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LISTED

LED Exit & Emergency Light

R

| <E

* LED light source

Energy savings and low-maintenance
= Universal Mount
« Cartifications: CUL/UL

* Durable housing
Made from strong polycarbonate material
« Highly visible Red Exil panel illumination

Input Input Dimension -_—
Mpge Voltage  Wattage (LxWxD) BescApHOs
LED-EMOTW  120-277 2x1.8 14.78"x4.5"%3.5" Emergency Light
LED-EXZRW  120-277 3.5 12.13"x7.5"x1.75" Red Exit Sign
LED-EX2GW  120-277 3.8 12.13"x7.5"x1.75"  Green Exit Sign
LED-EXC2RW 120-277 2x1.3 19"%7.5"%x2.5" Red Exit Sign
LED-EXC2GW 120-277 2x1.3 19"x7.5"x2.5" Green Exit Sign

Amax Lighting, Inc. Santa Fe Springs. CA
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LED Undercabinet Fixture

Madal

LED-LIGNA

LEC-LICHN1E
LED-UGNLY
LED-LICHA
LED-LICMI3
LED-LIChED

Lad

« Die formed cold rolled steal
= White diffuser resists-cracking or
yellowing, diffuser snaps securely

without the use of tools

= 5 Side and rear (3/8° & 1/2° Jknockouts
for Romex winng conneclors
« 3.5 Side and rear 1 1/2" ) knockouls
for Romex winng connactors

inp

Viellage

120
120
120
10
| 3
130

inpul
V¥aliaga

i}
v

13

14

A

2

LEDCCT

SOCOE Q000K
SICORATLOR,
HCORATLOR,
JOCORA0CAK
A000R 000K,
JOCORA 00K

Limemns

0
420
Tl
a4l
1201}
1560

Dimersion
iLx'WxH]
g f A )
i ki g
il L
A5
A5
43 51"

Finish

While
While
While
‘White
White
White

Amax Lighting, Inc.

+ Dimmable
+ Surface mounting anly
* |deal for cabinet, display cases, shelves or
any work area that requires task or accent ighbing

* With or without switch and receptacle oullel Knockouls

« With magnetic PCB light source
« Cartifications: CETL/ETL, Energy Star

inpul nput Climension

Modal Vllage  Wiaitaga LEGCT  Lumens L x W x Hi
LEC-UCIS 120 ) 00000, 300 g
LED-LICWY2 120 i FHEA000%, - 42 Fa-n i
LED-UCW21 120 13 RATHE TS TR K”
LEC-LICWZ4 120 i FOR 000, B0 A Eax”
LED-LICWIS 120 it FO0RA000%, 1) FrEax)”
LED-LICWd2 130 ] F0oRd000e 1560 4F x5 1"

Santa Fe Springs. CA

39

Finish
While
Wbl
Wbl
Wihiliy
While
Ihite



LED Undercabinet Fixture

* Die formed cold rolled steel

* Frosted glass diffuser

* Portable or hardwire oplion

* Interink and power cord included

Model

LEDUC12
LEDUC21
LEDUC24
LEDUC33
LEDUCA4Z

Input Input

\oltage Watlage LERA
120 5 3500K
120 £ 3500K
120 9 3500K
120 13 3500K
120 16 3500K

Amax Lighting, Inc.
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Lumens

380
230
680
980
1200

Dimension

(Lx W x H)

12"%3.5"x1"
21 X301
24"%3.5"x1"
33"x3.5"x1"
42"%3.5" 1"

Santa Fe Springs. CA

Intertek

* Low and high switch
= Cartifications: CETL/ETL
* Available in White, Micksl, Bronze

Finish
WT/BN/BZ
WT/BN/BZ
WT/IBN/BZ

WT/BN/BZ
WT/BN/BZ

@

LED Wand

L

T |
- -
|| e S————————=ry | | j 90" swivel @ ”

Hardwire Oplion

O [ = [ ([ v u,a-:v—j_'l

Portable Option

* Die formed cold rolled steel

* Clear polycarbonate diffuser

* Portable or hardwire using our J-Box
= |ntedink and power cord included

* 80 degree swivel

Input Input Dimension

Model Vollage Waltage LED CCT Lumens (Lx W x H)
SWLED-10 120 1.2 4000K 72 10"x0.9"x0.9"
SWLED-20 120 2.4 4000k 144 20"x0.9"x0.9"
SWLED-30 120 3.6 4000K 216 30"x0.9"x0.9"

* Nickel and Bronze special order only

Amax Lighting, Inc. Santa Fe Springs. CA
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* Certifications; CETL/ETL
= Available in White, Nickel, Bronza

Finish

WT/BN/BZ

WT/BN/BZ
WT/BN/BZ



Plastic Engine LED Puck ek LED Accent Puck o

FHECR MOURtNg REEess oMating Surface Mounting Recess Mounting

Surface =

Recess o ﬂ E 8 ‘.I_I

i"l I FE___ ? ' * High rated polycarbonate housing
['t';'é':. - ——— * Surface or Recess mount
i * Each puck includes 1 engine LED
* Quick connectors included
ek 3 * 3 level touch dimmer for 3LT included
A, » Certifications: CETL/ETL
4 : " 3 = Available in White, Nickel, Black

L e e

* High rated polycarbonate housing
* Surface or Recess mount
* Each puck includes 8 LED chips

4L m i m * Cluick connactors & simply plug in
Il # @ % * Certifications; CETL/ETL
o *+ Dimmable
I @ @ @ + Available in White, Nickel, Black
Model Npul™ 10pUE S ERGET Lumens DDRNSON Model nput It enGeT  Lumens CDRNSRAL
Voltage  Waltage (0D x H) Voltage Wattage (0D x H)
LED-1PE10 10 3.3 3000K 250 2.6"x0.8" WT/NKL/BLK 3580 LED-PL1 120 4 3000K 320 26"%1.8"  WTINKL/BLK
LED-3PE10 10 3x3.3 000K 3x250 2.6"x0.8" WTNKL/BLK 3580 LED-PL3 120 Ixd 000K 3x320 26"x1.8" WT/NKLBLK
Amax Lighting, Inc. Santa Fe Springs. CA Amax Lighting, Inc. Santa Fe Springs. CA
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LED Bar Light ek LED Task Light

«  Aluminum enclosure

* Portable or hardwire using our J-Box

« B1o 10 hours automatically off

« Soft touch Dimmer & Switch

- Cerifications: CETL/ETL, Energy Star
« Available in Brush Nickel finish

Sensor
Fﬁffff{ffffffﬁffffﬁffﬁf%
Foriabis Dplion D:iJ % ! =
= Hc—r—dﬂ: « Aluminum enclosure = i
—— L~ « Surface mounting anly _ _
rImEﬁthm . 3 Jevel Dimmer push botion Butt connector 20 BOW Driver 1"5PT-2 Cord
= (—= == ' « Portable or hardwire option
= | - Certifications: CETUETL Input Input DiER&Ion
[ @"‘ « Available in White, Nickel, Bronze Madel LEDCCT Lumens Finish
Voltage \Wattage (LxWxH)
LEDS 24 3 4000K 379 9"x1.77"x0.55"  Brush Nickel
LEDS-20  100-240 5 4000K 375 9"x1.77"x0.55"  Brush Nickel
: ' LED9-60 100-240 5 4000K 375 9"x1.77"x0.55"  Brush Nickel
input Input Dimension =y
Maodel '\."DHEEE War?:ge LED CCT  Lumens (LxW :-:IH} Finish LED17 24 10 4000K 750 17"x1.77"x0.55" Brush Nickel
ou B 7w @ iner Wi e s S Oy e
LED-B4 120 4 3000k 304  20%1.8x0.9" WT/BN/BZ i b
LED-BE 120 5 000K 456 201 8"%0.9"  WT/BN/BZ LED31 24 20 4000K 1350 31"x1.77"x0.55" Brush Nickel
B LED31-20 100-240 20 4000K 1350 31"x1.77"%0.55" Brush Nickel
LED31-60 100-240 20 4000K 1350 31" 1.77"x0.55"  Brush Nickel
LED-M 24V max.60 Optional motion sensor 2.5"%1.7"%0.55"  Brush Nickel
Amax Lighting, Inc. Santa Fe Springs. CA Amax Lighting, Inc. Santa Fe Springs. CA
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LED Rope Light @ n LED Step-Deck Light @ n

mmMm
Support Sideview

= Flexible PVC enclosure
. Clear PVYC lens H
= Aluminum channel support oplional

- Low temperature, long life

« Waterproof linkable connector provided

. L]
* Wel location rated a \ =

= Certifications: CETL/ETL : =

« Heavy-Gage, metal housing
*  Fits into 4" J-Box
* Low temperature, long life

Input  Input Dimension - * Certiications: CETLIETL
LED C Rl Lumen n - \Wet locat ted
Voltage Wattage SR R (LxW) i &t incation rate

LED-ROPE-3FT 120 10 3000K/4000K 70+ 600 3'%0.5"  White

Model

= Available in White, Bronze, Nickel

LED-ROPE-6FT 120 20  3000K/4000K 70+ 1200  B'%0.5"  White Model Input  Input \ Eh st BRI Lumens DIMENSION Einish
LED-ROPE-12FT 120 35  3000K/4000K 70+ 2100  12'x0.5"  White Voltage Watlage (LxWxH)
LED-ROPE-18FT 120 55 3000K/4000K 70+ 3300 18'x05"  White LED-SPV1 120 1.2 3000k B0+ 7O 2.9"x0.57"x4.6" WTI/BN/BZ
LED-ROPE-30FT 120 90  3000K/M4000K 70+ 5400  30'x05"  White LED-SPH1 120 12 3000k 80+ 7O 46%0.57"x2.9° WT/BN/BZ
LED-ROPE-45FT 120 135  3000K/4000K 70+ 8100  45%05" White LED-SPL1 120 1.2 3000k 80+ 70 29'%0.57°x4.6"  WTIBN/BZ
* 3000K special order only

Amax Lighting, Inc. Santa Fe Springs. CA Amax Lighting, Inc.  Santa Fe Springs. CA
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LED Step-Deck Light B ﬂ

= [1
.—= H
_I=—
e

a ‘

!_ L_ -Ilw_ s

8 | \I_
H

‘u_@ Lk

" L__l'.lw

« Heavy-Gage, metal housing

* Fits into 4" J-Box

*  Low temperature, long life

* Certifications: CETL/ETL

«  Wel location rated

= Available in White, Bronza, MNickal

Input Input Dimension o
I F
Voltage Wattage LED CCT CRI Lumens (LxW xH) inish
LED-SPV 120 2.1 3000K B0+ 160 4.8"0.63"x8"  WT/BN/BZ
LED-SPH 120 2.7 000K 80+ 160 8"'x0.63"x4.8" WT/BN/BZ

LED-SPL 120 2.7 3000K 80+ 160  4.8"x0.63"x8"  WT/BN/BZ

Model

Amax Lighting, Inc. Santa Fe Springs. CA
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LED Flush Mount Fixture

Model

LED-JROOIL
LED-JROOZL
LED-JROO3L
LED-JROOSL

Input Input
Voltage Woattage
120 15 3000K/4000K 90+ 900 9.5"x3.8" BN/BZ/BLK
120 20 J000K/4000K 90+ 1200 14"x3.8" BN/BZ/BLK
120 35 3000K/4000K 90+ 2100 17"x3.8" BN/BZ/BLK
120 fa 3000K/4000K 90+ 4200 32"x18"x4" BN/BZ/BLK

Amax Lighting, Inc.

| BIE] |

* Die formed cold rolled steel

* High efficiency acrylic diffuser

= Dimmable

« Cerifications: CETL/ETL, Energy Star
* Damp location rated

« Available in Bronze, Nickel, Black

Dimension

LED CCT CRI  Lumens Finish

(0D x H)

Santa Fe Springs. CA
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. [
LED Shallow Mushroom Cloud Fixture Q .

« Dia formed cold rolled steal

= High efficiency twist and lock diffuser

*  Dimmable

« Certifications: CETL/ETL, Energy Star
« Damp location rated

Input Input Dimension ;
Model Voltage Wattage LED CCT CRI  Lumens (0D x H) Finish
LED-ROOIL 120 15 3000K/4000K 90+ 900 11"%3.5" White
LED-ROO2ZL 120 20 3000K/4000K 90 1200 14"x3.5" White

LED-ROO3L 120 35 J000K/4000K 90+ 2100 19"x4" White

-+

Amax Lighting, Inc. Santa Fe Springs. CA

20

LED Round Floating Cloud Fixture @ .

| |
| Dia |

«  Die formed cold rolled stesl

= High efficiency twist and lock diffuser
*  Dimmable

« Cedifications: CETL/ETL, Energy Star
= Damp location rated

Model  MPut o IMRUL e GRI Lumens Dmension o eh
oR Voltage Wattage ol (0D x H) fhis
LED-VOOIL 120 15  3000KM4000K 90+ 900 113"  White

LED-VOD2L 120 20 J000K/4000K 90+ 1200 14°%3° White
LED-VOO3L 120 39 J000K/A4000K 80+ 2100 19°x3.8" White

Amax Lighting, Inc. Santa Fe Springs. CA

a1



LED Euro Style Saucer Fixture @ .

| Dia. |

*  Die formed cold rolled steal

- High efliciency acrylic diffuser

* Dimmable

« Caertifications: CETL/ETL, Energy Star
*  Damp location rated

«  Available in White, Bronze, Nickel

Input  Input Dimension -
Model Voltage  Wattage LED CCT CRl Lumens (0D x H) Finish
LED-MOOIL 120 15 J000K/A4000K 90+ 900 13"%x3.5" WT/BN/BZ

LED-MO0ZL 120 35 J000K/4000K 90+ 2100 17"x3.5"  WT/BN/BZ

Amax Lighting, Inc. Santa Fe Springs. CA
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LED Square Cloud Fixture =

» Die formed cold rolled steel

= High efficiency acrylic diffuser

« Dimmable

«  Certifications: CETL/ETL, Energy Star
« Damp location rated

- Available in White

Input Input Dimension

Model LED CCT CRl Lumens Finish

Voltage Wattage (LxWxH)

LED-S001L 120 15 J000K/4000K 90+ 900 12.5%12.5"€3.5° White
LED-3002L 120 20 3000K/4000K 80+ 1200 14.5"x14.5"x3.5"  White
LED-S003L 120 35 JO00K/4000K 90+ 2100  19.57x19.5"x3.5" White

Amax Lighting, Inc. Santa Fe Springs. CA
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:

®

LED Diamond Lattice Flush Mount

BoSotoicioosoy |
s ]

= [Die formed cold rolled steel

* High efficiency acrylic diffuser
* Dimmable

* Cerfifications: CETL/ETL

« [Damp location rated

+ Available in Bronze, Mickel

Input Input Dimension _
Voltage Wattage LEDCCT CRl Lumens (0D x H) Finish
LED-JROOILD 120 15 3000K/4000K 90+ 900 10°x3.8" BN/BZ
LED-JROOZLD 120 20 J000K/40006 90+ 1200 14"x3.8" BN/BZ

LED-JROG3LD 120 38 3000K/4000K 90+ 2100 17°x3.8" BNIBZ

Maodel

Amax Lighting, Inc. Santa Fe Springs. CA
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LED Diamond Lattice Pendant e

T E
I :
“Bososozcsoiesoy |

1L
— > —

« Die formed cold rolled steel

* High efficiency acrylic diffuser
* Dimmable

« Certifications: CETL/ETL

= Damp location rated

i - Awvallable in Bronze, Nickel

di—

——

Qo O T O

o

— > —

d1=4.7" h1=3.8" d2=7/8", 916" h2=12"

Input  Input Dimension _ .
Voltage Wattage LEDCCT CRI Lumens (0D x H) Finish

LED-JROOSLDP1 120 35 J000K/4000K 90+ 2100 17"x16.8° BN/BZ
LED-JROO3LDP3 120 35 3000K/M4000K 90+ 2100 17"x16.8" BNBZ

Model

Amax Lighting, Inc. Santa Fe Springs. CA
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LED AC Mini Bear Light

LED-SOL LED-OL

LED-55

LEDS-0OL

* High polycarbonate rated enclosure

* Easy to install

* LED lights on the bottom

+ Energy-efficient design safely converts
your outlel cover plale into convenient

1L

« With or without sensor

= With or without switch

- Certifications: CETL/ETL

- Available In White and Ivory

night light
Input Input Dimension
Model LEDCCT  Lumens

Voltage Wattage < (WxDxH)
LED-SOL 120 1 3000K 70 2.99"x0.67"x4.84"
LED-OL 120 1 3000K 70 2.99°x0.67"x4.84"
LEDS-OL 120 1 3000K 70 2.99"x0.67"x4 84"
LED-SS 120 1 3000K 70 2.99"x0.67"x4.84"

Amax Lighting, Inc. Santa Fe Springs. CA

56

Finish
WTI/IVY
WTIVY

WT/IVY
WTIVY

Fluorescent Flush Mount Fixture

—
N

‘

N

Modet

W3-2JR13
W5-2JR18
W3-2JR26
W5-3JR213
W3-3JR218
W5-3JR226

Inguil
Voltage  Wallage

140
120
120
120
120
120

S

i ||

w

Input

Lamp Type

K| CR1IGU24
14 CF18GU24
& CF26GU24

N1

Dimension
(WaxHxD)
147 5 B
1473 8
147 3.8

& IRCF13GUZE 1T 538"
34 ZXCF18GL2e 177G 52 8"
f2  IMCF2GU2: 178518

Model

JR-001C1
JR-002C1
JR-002C2
JR-003C2
JR-005
JR-M002G213
JR-MO02G218
JR-M002G226
JR-M003G218
JR-MO03G226

Input Input
Voltage Wattage
120 22
120 32
120 54
120 54
120 64
120 26
120 36
120 52
120 36
120 82

* GU24 Bulbs not included

Amax Lighting, Inc.

Lamp Type

FC8TY
FC12T9
FC&T9+FC12T9
FC8T9+FC12T9

Die formed cold rolled steel

High efficiency acrylic diffuser
High efficlency energy saver electronic
ballast with quick connector for circline
Cerlifications: CETL/ETL

Damp location rated

Available in Bronze, Mickel, Black

FC12To+FC12T9

2XCF13GU24
2XCF18GU24
2XCF26GU24
2XCF18G1U24
2XCF26GU24

57

Dimension
(OD x H)
9.5"x3.8"
14"x3.8"
14"x3.8"

17"%3.8"

32"x18"x4"
14"x3.8"
14"%3.8°
14"x3.8"
17"x3.8"
17"x3.8"

Santa Fe Springs. CA

Finish

BN/BZ/BLK,

BN/BZIBLK

BN/BZ/BLK
BN/BZ/BLK

EN/BZ/BLK
BN/BZ/BLK
BN/BZ/BLK
BN/BZBLK
BN/BZ/BLK
BN/BZ/BLK

O

[

Finish

BN/BZ/BLE
BWBZIBLK
ENBZ/BLE
ENBLELE
BNBZBLK
EN/BZBLK



@.

Fluorescent Round Floating Cloud Fixture e Fluorescent Shallow Mushroom Cloud Fixture ==
| 1 1
| 4 . w
H
I Dia I WIJ_
| Dia. |
. + Die formed cold rolled steel - 2 D:re f-::nrme.d cold r?lled stael -
« High efficiency twist and lock diffuser . H!Eilh efficiency twist and lock diffuser
*  High efficiency energy saver electronic = High efii ‘?iﬂnt?. energy saver E"‘-‘f{trﬁ.ﬁlﬂ
ballast with quick connector for circline bﬂllﬂlﬂ-’f w!lh quick connector for circline
«  Certifications: CETL/ETL = Cenifications: CETL/ETL
- « Damp location rated - * Damp location rated
: : Input  Input Dimension  _ |
= "-*'Efﬂugte ‘ﬂ:’];ft:tge <ae hypo I{jclzrrgae: |E-I|?n ki iz Voltage Wattage -omP TYPe (0D xH) F"“lsh
RL-VOO1CH 120 99 FC8TO 11" 3" White RL-ROD1C1 120 22 FC8T9 1 ”1-:3.5_ Whllle
RL-V002C1 120 30 FC12TO 14%3  White RL-R002C1 120 32 FC12T9 14535 White
RL-V002C2 120 54  FCBT9+FC12T9  14"x3"  White RL-R002C2 120 S RGBT CRUIZIR: 4G 5 Wik
RL-V003C2 120 72 FC12T9+FC16T9  19'x3.8"  White RL-R003C2 120 72 FCIZTBIFCIETY.  16hd"  White
RLVOD1GI3 120 13 CE13GU24 113"  White RL-RO01G13 120 ik CF13GU24 11535 White
RLVOOIGIS 120 18 CE18GLO4 LR RL-RO01G1E 120 18 CF18GU24 535" White
RL-V001G26 120 26 CF26GU24 11"%3" White RL-R001G26 120 26 CF26GU24 11"%3.5" Wh_ite
RL-V002G213 120 26  2XCF13GU24 14'x3"  White RL-R002G213 120 26 2XCF13GU24 14'x3.5"  White
RL-V002G218 120 36 2XCF18GU24 143"  White RL-R002G218 120 36  2XCF18GU24 14'x35"  White
RL-V002G226 120 52 2XCF26GU24 14"%3"  White RL-R002G226 120 52 2XCF26GU24 14'x35"  White
RL-V003G313 120 39  3XCF13GU24 19'x3.8"  White RL-RO03G313 120 39 3XCF13GU24 19x" White
RL-V003G318 120 54  3XCF18GU24 19"x3.8"  White RL-RO03G316 120 54  3XCF18GU24 19"34" White
RL-V003G326 120 78 3XCF26GU24 19'x3.8"  White RL-RO03G326 120 78 3XCF26GU24 19"x4 White

* GU24 Bulbs not included * GU24 Bulbs not included

Amax Lighting, Inc. Santa Fe Springs. CA Amax Lighting, Inc. Santa Fe Springs. CA

o8 59



Model

RL-S001C1
RL-S002C1
RL-S002C2
RL-S003C2
RL-S001G13
RL-S001G18
RL-S001G26
RL-S002G213
RL-S002G218
RL-S002G226
RL-S003G313
RL-S003G318
RL-S003G326

* GUZ24 Bulbs not included

Input
Voltage Wattage

120 22
120 32
120 54
120 72
120 13
120 18
120 26
120 26
120 36
120 52
120 39
120 54
120 78

input

Amax Lighting, Inc.

Fluorescent Square Cloud Fixture

linbarak

= Dia formed cold rolled steel
« High efficiency acrylic diffuser
* High efficiency energy saver electronic

hallast with quick connector for circline

* Certifications: CETL/ETL
* Damp location rated

Lamp Type {E:!;"El ?T—In} Finish
FCET9 12:5%3.5" White
FC12T9 14.5"%3.5" White

FCBT9+FC12T9 14.5"x3.5" White
FC12T9+FC16T9  19.5"%3.5" White
CF13GU24 12.5"x3.5" White
CF18GU24 12.5"x3.5" White
CF26GU24 12.5"%3.5" White
ZXCF13GU24 14.5"%3.5"  White
2XCF18GU24 14.5"x3.5"  White
2ZXCF26GU24 14.5"x3.5"  White
JXCF13GU24 19.5"%3.5"  White
3XCF18GU24 19.5"%3.5"  White
3XCF26GU24 19.5"x3.5"  White

60

Santa Fe Springs. CA

Model

RL-MO001CA1
RL-M002CA1
RL-M002C2
RL-M003C2
RL-M001G13
RL-M001G18
RL-M001G26
RL-M002G213
RL-M002G218
RL-M002G226
RL-M003G313
RL-M003G318
RL-M003G326

Input Input
Voltage Wattage
120 22
120 32
120 54
120 72
120 13
120 18
120 26
120 26
120 36
120 o2
120 39
120 54
120 78

* GU24 Bulbs not included

Amax Lighting, Inc.

Fluorescent Euro Style Saucer Fixture

(_,.»J

®

Inicsitek

e

Dia

Die formed cold rolled steel
High efficiancy acrylic diffuser

ballast with guick connector for circline

= Certifications: CETL/ETL

Damp location rated

* High efficiency energy saver electronic

Axvailable in White, Bronze, Mickel

Lamp Type

FC8TY
FC12T9

FC8T9+FC12T9
FC12T9+FC16T9

CF13GU24

CF18GU24

CF26GU24
2XCF13GU24
2XCF18GU24
ZXCF26GU24
3XCF13GU24
JXCF18GU24
IXCF26GU24

Dimension
(OD x H)
13"x3.5"
17"x3.5"
17x3.5"
215"
13"x3.5
13"x3.5"
13"x3.5"
17 x3.5"
135
17"x3.5"
21"%3.5"
21"x3.5"
21"x3.5"

Santa Fe Springs. CA

61

Finish
WT/BN/BZ
WT/BN/BZ
WT/BN/BZ
WT/BN/BZ
WTIBN/BZ
WT/BN/BZ
WT/BN/BZ
WT/BN/BZ
WT/EN/BZ
WT/BN/BZ
WT/BN/BZ
WT/BN/BZ
WT/BN/BZ




Fluorescent Wraparound Fixture @

Maodel

RL-WAZAS
RL-WA4AS
RL-WAZ2A
RL-WAZAL
RL-WA4A

+ Die formed cold rolled steel

+  High efficiency diamond cut clear diffuser

« High efficiency anergy saver alectronic ballast
«  Ceilling or wall surface mounting

= Certifications: CETL/ETL

Input Input Dimension o
Voltage  Wattage Lamp Type (LxWxH) Finish
120 2X17 2-F17T8 24"x6.5"x2.2"  White
120 4X17 4-F17T8 24"x12.5"%2.2" White
120 2X32 2-F32T8 48"x6.5"%2.2"  White
120 2X32 2-F32T8 48"x9"x2.2" White
120 4x32 4-F32T8 48"x12.5"x2.2" White

Amax Lighting, Inc. Santa Fe Springs. CA
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€M).
Fluorescent Puff Fixture O

Imleriek

» Die formed cold rolled steel

« High efficiency acrylic diffuser

* High efficiency energy saver electronic ballast
* Ceiling or wall surface mounting

« Ceriifications; CETL'/ETL

* Damp location rated

Input Input Dimension .
Model Voltage  Wattage Lamp Type (LxWx H) Finish
PL-PF2A 120 2X32 2-F32T78 48"x11"x5" White
PL-PF4A 120 4x32 4-F32T8 48"x17"x5" White

Amax Lighting, Inc. Santa Fe Springs. CA
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Fluorescent Strip Light

Model

ST245-120
ST24D-120
ST365-120
ST36D-120
ST485-120
ST48D-120

Input
Voltage
120
120
120
120
120
120

Amax Lighting, Inc.

Input
Wattage

117
2x17
1x25
2x25
1x32
2x32

» Die formed cold rolled steel
« High efficiency energy saver alectronic ballast
- Ceiling or wall surface mounting
= Certifications: CETL/ETL

Lamp Type

1F1778
2-F17T8
12578
2-F25T8
1-F32T8
2-F3278

Dimension
(LxWxH)
24"x3"x3"
24"x4.25"x3"
36"x3"x3"
36"x4.25"x3"
48"x3"x3"
48"xd.25"x3"

Santa Fe Springs. CA
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Finish
White
I THE
White
White
White
White

Madal

AL-XN1 128
RL-XN2 1P
AL-XN3 127
RL-XN4 12P
RL-XNS 12P

Xenon Undercabinet Fixture

Inpul input
Vollzge Wafage
120 1X18
120 2x18
120 3ki8
120 4x18
20  5x18

+ Die formed cold rolled steel
* Frosted glass diffuser
* Portable or hardwire option
* Low / High switch

* Certifications: CETL/IETL
= Available in White, Nickel, Bronze

Lamgp Type

¥enan 1AW TS
Xenon 18W TS
Xenon 1AW TS
Xenon 18W TS
Xenon 18W TS

Dimension
[LxWxH
BxE 451"

1&G47%0°
FAR AR 1D
Klig KFs
SR

Finish
WT'BZ
WTIBZ
WTBL

WTIBZ
WTBL

Amax Lighting, Inc.

Santa Fe Springs. CA
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Miagal

RL-XN1 120F
RL-AN2 130F
RL-XN3 120P
RL-Xh& 130F
RL-Xk5 120P

nput

Yoltage
120
120
120
120
120

Input
Wattage
150
i Vil
30
4 X0
B

irdarink

Lamp Typa

Xanon 200 GB
Xanon 20W GB
Xenon 20W GB
Xenon J0W GE
Menan 2000 GR

Dimension
iLxWxH

Rl Al
Pkl il
Pl < i
T3 461"
Ay 471"

Finish
WTEZ
WTIEZ
WTBZ

WTiBZ
WTiE?



Fluorescent Undercabinet Fixture r Xenon Accent Puck 120V Series @

Surface Mounting Recess Mounting
(1 .,
—_
J "___"
———

L1 i [
= w W
15 )
L - .
L * High rated polycarbonate housing
* Surface or Recess mount
* 3 level touch dimmer for 6LT included
* Quick connectors & simply plug in
_ * Direct 120v power
+ Die formed cold rolled steel + 3.5 Side and rear (1/2° ) knockouts * Mo external power supply needed
= White finish diffuser-resists cracking or for Romex wiring connectors - 1,346 Lt Kis
yellowing, diffuser snaps securely - Ideal for cabinel, display cases, shelves or \m - Cerlifications: CETLETL
without the use of tools any work area that requires task or accent lighting b - Available in White. Nickel. Black
* 5 Side and rear (3/8 & 1/2" Jknockouts = With or without switch and receptacle outlet knockouts
for Romex wiring connectors « Cerfifications: CETL/ETL
DM3-120
{ White or Black)
Ingid Inpud Dimension - I input [t Cimenslon Firi
it Vokage Waage T Tipe (Lx'WxH) P e Voltags  Waltage it At ILxWxH) i Input Input Dimension
UC-125 120 8 1-F8T5 129351 White UG-12 FIR 1-FETS 1Z65%1°  Whie Model Lamp Type Finish
uc21s 1 13 151375 HAWEEA While UC-21 w1 1F13T5 A" Whie Voltage  Wattage (OD x H)
FC-243 120 18 2-FBTS 247357 White LiC-24 120 16 2FATE 24ME%1" White 35801 /120 120 1%20 Xenon 20W GB& 2 6"x1.8" WT/BN/BLK
LiC-335 10 21 1HET1-F13TF  33°%d 51" Whie LiC-33 120 21 1-FETS#1-FI3TS  A3%5%1"  While - -
Uc4s 1w 2FIITS  AFGENT  White U2 10 % 271375 L Whie 35803 120 120 3X20 Xenon 20W G8  2.671.8"  WT/BN/BLK
35806 /120 120 6X20 Xenon 20W G8  26"x1.8" WT/EN/BLK
Amax Lighting, Inc. Santa Fe Springs. CA Amax Lighting, Inc. Santa Fe Springs. CA
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Xenon Accent Puck

Surface Mounting

1

Recess Mounting

12V Series Farieh

Surface Mounting  Recess Mounting

* High rated polycarbonate housing
* Surface or Recess mount

* Transformer included

* Quick connectors & simply plug in

Fluorescent Task Light ==

13" —H

« High rated polycarbonate housing
* Portable option and linkable

* Intedink and power cord included
* On/off switch

* Certifications: CETUETL

= Available in White, Nickel, Bronze

* Low voltage -
* Used on RV's or any 12V outpul low =
voltage transformer
* 1, 3&5L Kits
* 3 level touch dimmer for 5LT included
* Certifications: CETL/ETL 20"
* Available in White, Nickel, Black
DIM&0W-120 DIM100W-120
( White or Black) Mode Input Input L T Dimension Bt
oae Voltage  Wattage amp 1ype (LxWxH) s
Model Input Input L T Dimension Finich UCIN13 120 8 Fa8T4 13"x1.9"x0.9" WT/BN/BLK
o Voltage ~ Wattage amp IYPe (0D x H) Lle UCINZ0 120 16 F16T4 20"x1.9'x0.9"  WT/BN/BLK
35801 12 120 1X20 Xenon 12V 20W G4 2.6"x1.8" WT/BN/BLK
35803 12 120 3X20 Xenon 12V 20W G4 2.6"x1.8" WT/EBNBLK
35805 112 120 5X20 Xenon 12V 20W G4 2.6"x1.8" WT/BN/BLK

Amax Lighting, Inc. Santa Fe Springs. CA Amax Lighting, Inc. Santa Fe Springs. CA
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3
2

LED Replace-A Light = LED Bulbs e

Retrofit Kit For Retrofit Kit For
LED Undercabinet LED Ceiling

LED-5 LED-15
LED-2W120VE12F LED-2W120VE12T
LED-7
LED-13 LED-6MR16GU10 LED-TMR16GU10 LED-10A19GU24
* Magnetic LED module * Dimmable
« Retrofit your Ceiling or W/C fixtures * Cartifications: CETL/ETL
. 120V direct power Input  Input Frostedor
N sidtres sowErunls Maodel Voltage Wattage Lumens Base Clear Light Bulb LED CCT
LED-2W120VE12F 120 2 200 = Clear Flame 2200K
ModelNo. W L H Watts Lumens Volt ModelNo. Dia H Watts Lumens Volt LED-2W120VE12T 120 2 200 E12 Clear Torpedo  2200K
LED-5 1 B 02" 5 375 120 LED-15 7 0BT 15 1100 120 LED-eMR16GU10 120 (3] 340 GuU10 Clear MR16 3000K
LED-7 LI I | 595 120 LED-20 9" 083 20 1350 120 LED-TMR16GU10 120 % 400 GU10D Clear MR16 3000K
LED43 1" 20" 02" 13 975 120 LED-35 11" 083" 35 2240 120 LED-10A19GU24 120 9 720 GU24  Frosted A19 3000K
Amax Lighting, Inc. Santa Fe Springs. CA Amax Lighting, Inc. Santa Fe Springs. CA
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LED Bulbs s

LED-2.59W12V (G4 LED-2.5W120VG8
LED-2.5W12VWB LED-2.5W120VG9
Input  Input Frostedor
Model Voltage Wattage Lumens Base Clear Light Bulb LED CCT

LED-2 5W12VG4 12 2.5 200 Gd Frosted Miniature  3000K
LED-2.5W12VWB 12 2h 200 Wedge Frosted Miniature  3000K
LED-2.5W120VGE 120 2.5 200 G8 Frosted Miniature  3000K
LED-2.5W120vGE9 120 2.5 200 G9 Frosted Miniature  3000K

Amax Lighting, Inc. Santa Fe Springs. CA

[

LED PAR And T8 Tube Bulbs e

E
=

=
e

b =

E

=

=
—
=
o

A

LED-12PAR30L-E26 LED-18PAR38E26

Model v ;;g:te W;?:gt " Lumens Base F{;T::d of Light Bulb LED CCT
LED-12PAR30L-E26 120 12 850 E26 Clear PAR30 000K
LED-18PAR3BE26 120 18 1350 E26 Clear PAR38 3000K
LED-10T8 120-277 10 1000 G13 Frosted 24"BY PASS TS 3000K/40D00K/SODOK
LED-15T8 120-277 15 1500  G13 Frosted 36"BYPASS TS 3000K/4000K/5000K
LED-18T8 120-277 18 2300 G13 Frosted 48"BYPASSTE 3000K/4000K/S000K

Amax Lighting, Inc.  Santa Fe Springs. CA
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LED Bulbs e Electronic Transformer Component Series R

v

; Electronic Transformer
Electronic Transformer

HOED-120 Touch Dimmer Switch
HD105-120 dEe A
HO1S0-120
LED-10A19E26
“ ¢ ‘
Porable Transformer Plug-in Transtormer
G6O0TR12R BOTR12P
LED-CL60W-E26
LED-13BR40E26 - ot pu i .
ode Voltage Wattage ype inis
HD105-120 120 105 Electronic Transformer Black
inout nout Frosted or HD150-120 120 150 Electronic Transformer Black
Model ; Y Lumens Base Light Bulb LED CCT HDB0-120 120 60 Electronic Transformer WT/BLK
YOrge VaAge D HD75-120 120 75 Electronic Transfo WT/BLK
LED-10A19E26 120 10 800 E26 Frosted A1 3000K ) eetonic Transiormer
DM3-120 120 200 3 Level Touch Dimmer WT/BLK
LED-13BR40E26 120 13 850 E26 Frosted BR40 J000K
LED-CLEOW-E26 100-277 60 8600 G8 Clear  ComlLamp 5000K sl fey o el ARIImEL WLBLI
60TR12P 120 60 Plug-in Transformer WTI/BLK
Amax Lighting, Inc. Santa Fe Springs. CA Amax Lighting, Inc. Santa Fe Springs. CA
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LED Driver @

Component Series irsarian

LED Dyiver Plug In

HOTG10-120

HOTG20/30-120H

f
:

LED Dwiver Hardwire

HODTGE10-120H Ut Y

Model U;E;ie W;E;L Type Finish
HDTG10-120 120 10 LED Driver Plug In WT/BLK
HDTG10-120H 120 10 LED Driver Hardwire WT/BLK
HDTG35-120H D1 120 15 LED Driver White
HDTG35-120H D2 120 20 LED Driver White
HDTG35-120H D3 120 35 LED Driver White
HDTG30-UNV 100-277 30 LED Driver White
HDTG20/30-120H 120 30 LED Driver White

Amax Lighting, Inc. Santa Fe Springs. CA
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Electronic Ballast

HD22-1204
FCBTS

“ HD32-120A

FC12T9

—

HD3222-120A
FCABT9+FC12T8

HD4032-120A
FC12T9+FC16TY
Input Input
il Voltage Wattage

HD22-120A 120 22
HD32-120A 120 32
HD3222-120A 120 22+32
HD4032-120A 120 32+40
HD22-120B 120 22
HD32-1208 120 32
HD3222-120B 120 22+32
HD4032-120B 120 32+40

For Circline bulb nlarieh

HD22-1208
FCaTH

HD32-120B
FC12TE

HDO3222-1208
FCBTHFCI1ZTE

HD4032-1208
FC12T8+FC16T9

Type Finish

Electronic Ballast White
Electronic Ballast White

Electronic Ballast White
Electronic Ballast White
Electronic Ballast White
Electronic Ballast White
Electronic Ballast White
Electronic Ballast White

Amax Lighting, Inc. Santa Fe Springs. CA

T



Electronic Ballast For CFQ Lamp S

HO213-1204
ZXCFO 13w

HD13-1204
1XCFQ13W

HO218-1204
ZXCFO1EW

HD118-1204
TXCFOTENY

y

HOT 26=1208 HO226-1 204
1XCFOZEW 2XCFO2EW
Input Input o
Model Voltage Wattage Type Finish
HD113 - 120A 120 1X13 Electronic Ballast White
HD118 - 120A 120 118 Electronic Ballast White
HD126 - 120A 120 1X26 Electronic Ballast White
HD213 - 120A 120 2X13 Electronic Ballast White
HD218 - 120A 120 2X18 Electronic Ballast White
HD226 - 120A 120 2X26 Electronic Ballast White

Amax Lighting, Inc. Santa Fe Springs. CA
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Electronic Ballast

MO 31208
F8/13-Th

For T5 Lamp e

HO16/27-1204
F111416/21-T5

HDA621 1204
F16/21-TH
Input
Model P
Voltage

HD&/13-120A 120
HD16/21-120A 120
HD16/21-120AL 120
HD128-120AL 120

Amax Lighting, Inc.

Input
Wattage
813
16/21
16/21
35 Max,

79

HD128 -120AL
F2126028735-TH

Type

Electronic Ballast
Electronic Ballast
Electronic Ballast
Electronic Ballast

Santa Fe Springs. CA

Finish
White
White
White
White




Electronic Ballast For T5/PLC Lamp S Replacement Diffusers Parts Series

. 512 Lans
=14 Lans SLC12:-Lens
218 Lens
JRA0 Lans
JR14 Lans
JRI1T Lang
HOAX2-1204 HO13x1-1204
2XFATS TRPLCI3W
Wal2aS-Lans: 24 6.5 S R1TLens
WALAS-Lens 24 k12657
Wadh-Lens: 4865

WAl Lens: 4812 57

WAZAL Lans 467x9" i
JR3Z Lens
UGH12 Lans F G125 Lens -
2T Lensg f UCE1S Lens SL1B-Lans
UG Lans F LC24S Lans
S Lens { LCI3S Lens
LUC42 Lans § UCA425 Lans

HD13X2-120A HE 331204
ZXPLCI3W TEPLOTAW
M13 Lens
MAT Lens
M21 Lens
PFZA-Lens: 43711
PEah-Lens; 48°x17"
31 27-Lans
Input Input e
Model Voltage Wattage Type Finish . : —
HD8X2-120A 120 2X8 Electronic Ballast White I
HD13X1-120A 120 1X13 Electronic Ballast White W11 Lens RA11 Lane
HD13X2-120A 120 2X13 Electronic Ballast ~ White i R14 Lars SL42lens  FLSS Lors
HD13X3-120A 120 3X13 Electronic Ballast White i
Amax Lighting, Inc.  Santa Fe Springs. CA Amax Lighting, Inc.  Santa Fe Springs. CA
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